
SC PSC WE- 24 3012
SC PSD DE- 24 3012

SC PS CE- B24 3012
SC PS E- B N24 3012
SC PS E- B W24 3012
SC PSC CE- 24 3012
SC PSC E- 24 3012N

All sides are lined with LED's to grant optimal illumination.

High light output at a reduced energy consumption of up to 50%.

Over 40'000 hours life expectancy.

Wide angle of deflection with even light distribution.

No start-up time, no flickering, no humming.

High efficiency (95%) constant current driver with built in overheat

protection that remains stable at a wide range of input voltages.

Independent LED circuit prevents complete blackout in case an LED fails.

Environmentally friendly, mercury and lead free.

Causes no electromagnetic interference.
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Average Illuminance Figure

SC PS- 24 3012( )D DE Cool White

SC PSC- 24CE3012
( -SC PSB24CE3012)

174.61cm669.97/2378.44lx

349.22cm167.49/594.61lx

523.83cm74.44/264.27lx

698.44cm41.87/148.65lx

1047.66cm18.61/66.07lx

Avg./Nadir.E DiameterAngle:120.40deg

SC PS- 24 3012( )D DE Warm White SC PS- 24 3012( & )D DE Cool White Warm White

0.5m
174.61cm1395.26/4953.17lx

1.0m
349.22cm348.82/1238.29lx

1.5m
523.83cm155.03/550.35lx

2.0m
698.44cm87.20/309.57lx

3.0m
1047.66cm38.76/137.59lx

Height Avg Nadir E./ . DiameterAngle deg:120.40

SC PS- 24 3012C NE
( - 24 3012)SC PSB NE

SC PS- 24 3012C WE
( - 24 3012)SC PSB WE

SC PSC CE- 24 3012

SC PSB CE- 24 3012

SC PSD DE- 24 3012

39

39W

39W

0-60W

SC PSC WE- 24 3012

SC PSB NE- 24 3012

SC PSB WE- 24 3012

Nature White

Warm White

39

SC PSC NE- 24 3012 Nature White 39W

39

Cool White&Nature White

&Warm White
0-7000K 77 0-3500lm

6.5

5799K 71 0-2600lm

2605lm

71 0-2600lm3927K

2606lm

3108K 69 0-2600lm

2364lm

5799K

3927K

3108K

71

71

69

0.5m
172.86cm686.43/2603.97lx

1.0m
345.71cm171.61/650.99lx

1.5m
518.57cm76.27/289.33lx

2.0m
691.43cm42.90/162.75lx

3.0m
1037.14cm19.07/72.33lx

Height Avg Nadir E./ . DiameterAngle deg:119.90

0.5m
173.21cm589.67/2198.27lx

1.0m
346.41cm147.42/549.57lx

1.5m
519.62cm65.52/244.25lx

2.0m
692.82cm36.85/137.39lx

3.0m
1039.23cm16.38/61.06lx

Height Avg Nadir E./ . DiameterAngle deg:120.00

0.5m
175.67cm533.21/2042.73lx

1.0m
351.35cm133.30/510.68lx

1.5m
527.02cm59.25/226.97lx

2.0m
702.70cm33.33/127.67lx

3.0m
1054.05cm14.81/56.74lx

Height Avg Nadir E./ . DiameterAngle deg:120.70
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Light Source Test Report

SC PSC CE SC PSB CE- 24 3012( - 24 3012)

4



Light Source Test Report

SC PSC WE SC PSB WE- 24 3012( - 24 3012)
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Intensity unit cd C( : ) 90-270
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-105 105

-60 60
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Intensity unit cd C( : ) 90-270

θav(50%)=120.0

0.0
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Light Source Test Report

SC PSC NE SC PSB NE- 24 3012( - 24 3012)
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Light Source Test Report

SC PSD DE Cool White- 24 3012( )

Intensity unit cd C( : ) 90-270

-90 90

-75 75

-105 105

-60 60

-120 120

-45 45

-30 30-15 150

0.0

168

335

503

670

Intensity unit cd C( : ) 90-270

θav(50%)=120.3

0.0

168

335
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670
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Light Source Test Report

SC PS- 24 3012( )D DE Warm White

Intensity unit cd C( : ) 90-270

-90 90

-75 75

-105 105

-60 60

-120 120

-45 45

-30 30-15 150

0.0
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Intensity unit cd C( : ) 90-270

θav(50%)=120.4
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Light Source Test Report

SC PS- 24 3012( & )D DE Cool White Warm White

Intensity unit cd C( : ) 90-270

-90 90

-75 75

-105 105

-60 60

-120 120

-45 45

-30 30-15 150

0.0

310

620

930

1240

Intensity unit cd C( : ) 90-270

θav(50%)=120.4

0.0
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930

1240
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1314mm

1302mm

1336mm

Signcomplex LimitedWarranty


